ORWAK
3250

ORWAK 3250 is the right choice when you want

a baler that produces big bales, up to 250 kg, yet
provides simplicity, and is easy to install in different
environments thanks to 230 V single phase
operation. ORWAK 3250 gives you value for the
money. Big bales, big savings!

Complies to

EN 16500

Safety standard

=ORWAK
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SINGLE PHASE BALEWEIGHT
INSTALLATION CARDBOARD

ORWAK BENEFITS

MORE PRODUCTIVE USE OF TIME
Lesstime spent onwaste handling, more time for
your core activities!

MORE SPACE & ORDER
Our balersrapidly minimize the space the waste
takesup, keepingaisles free and tidy.

LESS COSTS, MORE VALUE

More compaction =less waste volume to
transport. Fewer transportsrequiredresults
inlower transportation costsandreduced CO,
emissions. Sorting at sourceyields ahigher
quality of waste material for recycling.

WHY ORWAK 3250?

= Impressive balesin size and weight .

= Single phase unit, easy to placein different environments

PART OF SULO |GROUP

= Thebest choice for medium size volumes of
cardboard and plastic
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ORWAK

OPTIMIZED FOR:
325 o PAPER PLASTICFOIL

m Cardboard m Shrinkfilm

m Shredded paper m Plasticbags

Single phase baler that
produces 250 kg bales

SMART DESIGN,

STRONG COMPACTION

Smart machine designfor easy transportationand
installation. Thanks to two powerful cylinders, the
baler offers effective compaction.

SILENT OPERATION CONTRIBUTES TO
ABETTERWORKING ENVIRONMENT
Thanks toasilent type of hydraulics, the sound
emissionislow, which contributes toimprovingthe
working environment for the employeesandisan
important featureifthe balerisinstalled close to
customers.

AUTOSTART FOREFFICIENT
COMPACTION

Anautostart function allows the baler to start
compactingthe materialas soonas youclose the door.

ORWAK CONNECT COMMUNICATION
ORWAK 3250is ready to communicate when choosing
the option Orwak Connect. Itisamodem-based
communication service enablingthe baler to send
updatesandalertsto the caretakeraswellas vital
informationandbale statistics to the web portal.

BALEEJECTION
Thebales weighup to250kgandare easily removed
thanks to a semi-automaticbale ejectionfunction.

Material selector
for cardboard Full bale
and plastic indicator  Service indicator

m User-friendly panel
m Autostart
m Adjustablebale heightinthreesizes

Complieswiththe EN 16500:2014 safety

requirement standardfor verticalbalers

Adjustable bale size
DIMENSIONS
TRANSPORT-
A B c b HEIGHT
2970 mm 1732 mm 1036 mm 2270 mm 2170 mm
TECHNICAL SPECIFICATIONS
LOADING CYCLE MACHINE PROTECTION OPERATING
APERTURE TIME PRESS FORCE BALE SIZE BALE WEIGHT WEIGHT NOISE LEVEL CLASS POWER
Width: 1200 mm :
Width: 1200 mm HP: 15 ton, 150 kN Cardboard: Up to 250 kg Single Phase
46 secs Depth: 800 mm 1050 kg <70db (A) IP 55 230V,
Height: 680 mm LP:10ton, 100 kN Plastic: Up to 290 kg 50Hz 10A
Height: 1000 mm z,

We reserve the right to make changes to specifications without prior notice. Bale/bag/bin weights are dependent upon material type.
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